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Preciosa Ornela introduces beads and seed beads
from the PRECIOSA Traditional Czech BeadsTM brand.

Design by Helena Chmelíková

p i n  f o r  y o u r  h a i r  b u n  w i t h  a  d e c o r at i v e  e n d

Pin 

PRECIOSA Rocailles
 331 19 001; 10/0

PRECIOSA TwinTM

 117 01 323; 2 x 4 mm

PRECIOSA CandyTM

 111 01 363; 6 mm



Step 4:
String 1x T into each gap. Thread the line 
through the second hole in the T 
from Step 3.

Step 5:
String 1x R, 1x T and 1x R into each gap. 
Thread the line through the second hole 
of the T from Step 4. At the end, thread 
the line through 1x R and 1x T. Also thread 
the line through the second hole of the T.

Pin

p i n  f o r  y o u r  h a i r  b u n  w i t h  a  d e c o r at i v e  e n d

Today, you can try out something unconventional. Create a distinctive pin and use it to decorate 
your hair or a rough knit sweater. Enjoy beadworking with the PRECIOSA TwinTM 

and PRECIOSA CandyTM Pressed Beads.

Step 6:
Alternate Steps 3, 4 and 5. 
 
Step 7:
String a total of 7 rows with C. End it with 
Step 4.

Step 8:
String 3x R into each gap. Thread the line 
through the second holes of the T. 
Thread the line through one more time. 
Finish the line.

Step 9:
Glue the decoration to the needle.

Materials and tools:

PRECIOSA CandyTM (C) 
111 01 363; 6 mm; 
00030/29501 dark rainbow 
 
PRECIOSA TwinTM (T) 
117 01 323; 2 x 4 mm; 
23030 purple
 
PRECIOSA Rocailles (R) 
331 19 001; 10/0; 
03692 pink 
 
- a 0.20 mm nylon line; a thin needle; 
scissors; glue for non-absorbent materials; 
knitting needles (for socks – 5x, size 5, 
20 cm long) 
 
 

Difficulty:

Technique: sewing

Procedure:  

Step 1:
String 4x T. Tie them off. Thread the line 
through both holes of the T closest 
to the knot.

 
 

Step 2:
String 1x R, 1xs T and 1x R into each gap. 
Thread the line through the second hole 
of the T from Step 1. At the end, thread 
the line through 1x R and 1x T. Also thread 
the line through the second hole at the T.

Step 3:
String 1x C into each gap. Thread the line 
through the second hole of the T from Step 
2. Thread the line through the second hole 
in the C.


