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Preciosa Ornela introduces beads and seed beads
from the PRECIOSA Traditional Czech BeadsTM brand.

Design by Helena Chmelíková

PRECIOSA Rocailles
 311 19 001; 10/0

PRECIOSA Tee™
 111 01 364; 2 x 8 mm

A c c e s s o r i e s  m A d e  f r o m  P r e c i o s A  T e e ™  A n d  P r e c i o s A  r o c A i l l e s

Cylindrical
 pendant



Step 3: 
Add another layer in the same way as in 
Steps 1 and 2. Continue in the same way 
until you reach the 8th layer. 

Step 4: 
Do not add R10 above the T in the 9th and 
last layer. String 1xs R10, 1x T and 
1x R10 into the gaps. Sew the line in after 
connecting it.

Step 5: 
String 1x B8 and 4x B5 onto an eye pin. 
Thread it through the cavity in the middle 
of the cylinder. String 1x B8 onto an eye pin.

Step 6: 
Create an eye on the remainder of the wire 
from the eye pin. Grasp the wire between 
the points of the pliers and twist.

Materials and tools:
 
the purple variant 
PRECIOSA Tee™ (T) 
111 01 364; 2 x 8 mm; 
33100/15781 purple 36x 
 
PRECIOSA Rocailles (R10) 
311 19 001; 10/0; 
73420 pink 144x  
 
the orange variant 
PRECIOSA Tee™ (T) 
111 01 364; 2 x 8 mm; 
93120/15496 orange 36x 
 
PRECIOSA Rocailles (R10) 
311 19 001; 10/0; 
03681 yellow 144x 
 
the blue variant 
PRECIOSA Tee™ (T) 
111 01 364; 2 x 8 mm; 
33100/15464 blue 36x 
 
PRECIOSA Rocailles (R10) 
311 19 001; 10/0; 
02665  turquoise 144x 
 
an 8 mm ball according 
to the variant shade 2x (B8) 
 
any 5 mm ball 
4x (B5) 
 
a 50 mm eye pin; 5 mm rings; a carabiner; 
a metal part to be hung on the end 
 

a 0.20 mm nylon line; a thin needle; scissors; 
flat nose pliers; needle nose pliers

Cylindrical pendant

A c c e s s o r i e s  m A d e  f r o m  P r e c i o s A  T e e ™  A n d  P r e c i o s A  r o c A i l l e s

Use the combination of the atypical PRECIOSA Tee™ Pressed Bead and PRECIOSA Rocailles 
to make this pendant. You can choose any color scheme, tone in tone or contrasting colors. 

You have an enormous range of shades and finishes available.

Difficulty:

procedure:  

Step 1: 
String 4x R10, 1x T, 2x R10 and thread 
the line through the T one more time. 
Repeat this another 3x. Tie it off. 
Thread the line through the T and the R10 
above it.

Step 2: 
String 1x R10, 1x T, 2x R10 and then thread 
the line through T again. String 1x R10. 
Thread the line through the 2x R10 from 
Step 1. String 1x R10. Add R10 and T to 
the next three gaps in the same way and 
then thread the line through the R10 from 
Step 1. Connect it in the R10. Thread the 
line through the T and the 2x R10 above it.

Step 7: 
Use a ring to attach a carabiner to one eye 
and the metal hanging part to the other 
end.


